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उत्पाद मैनुअल  

इलास्टोमर इंसुलेटेड केबल्स - विविष्ट भाग १  1100 िोल्ट तक और इसमें िावमल कार्यिील िोले्टज के 

वलए आईएस 9968 (Part 1): 2025 के अनुसर 

 

PRODUCT MANUAL 

Elastomer Insulated Cables — Specification Part 1 for Working Voltages up to and 

including 1100 volts according to IS 9968 (Part 1): 2025 

 

यह उत्पाद नियमावली सभी के्षत्रीय/शाखा कायाालय ों और लाइसेंसधाररय ों द्वारा नवनभन्न उत्पाद ों के नलए भारतीय मािक बू्यर  (अिुरूपता 

मूल्ाोंकि) नवनियम, 2018 की य जिा-I के अोंतर्ात प्रमाणि के सोंचालि में एकरूपता और पारदनशाता सुनिनित करिे के नलए सोंदभा 

सामग्री के रूप में उपय र् की जाएर्ी। बीआईएस प्रमाणि प्राप्त करिे के इचु्छक भावी आवेदक भी इस दस्तावेज़ का उपय र् कर 

सकते हैं। 

This Product Manual shall be used as reference material by all Regional/Branch Offices & licensees to ensure 

uniformity of practice and transparency in operation of certification under Scheme-I of Bureau of Indian Standards 

(Conformity Assessment) Regulations,2018 for various products. The document may also be used by prospective 

applicants desirous of obtaining BIS certification. 

 

1. मानक संख्या / IS No. :  IS 9968 (Part 1): 2025 

 िीर्यक / Title : Elastomer Insulated Cables — Specification Part 1 

for Working Voltages up to and including 1100 volts 

 संिोधनो ंकी संख्या  

No. of amendments 

: 1 

2. नमूनाकरण वदिावनदेि / Sampling Guidelines 

a) कच्चा माल  

Raw material 

: i. Plain Copper conductors/ Tinned Annealed Copper 

wires/ Aluminium wires – IS 8130 

ii. Insulation and Sheath – IS 6380 
Note: This section indicates the requirements for raw material (if 

specified in the IS) for which compliance is to be established 

during Grant of Licence/Change in Scope of Licence/Factory 

Surveillance. 

b) समूहीकरण वदिावनदेि  

Grouping Guidelines 

:  Please refer ANNEX – A 

c) नमूने का पररमाण / Sample Quantity : i. Copper/Aluminium wire (before stranding) - 5 meters 
ii. Cu wire – 100 g (for Cu purity test) 

iii. Elastomer insulated cable- 15 meters 

d)  परीक्षण अनुरोध में घोवर्त वकए जाने िाले 

पैरामीटर 

Parameters to be Declared in Test  

Request 

  Parameters as given in scope of licence 

 
Note: Apart from the above, any other requirements/ 

parameters may also be declared as per the standard, as 

applicable. 

3. परीक्षण उपकरण की सूची  

List of Test Equipment 

:  Please refer ANNEX – B 
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4. वनरीक्षण एिं परीक्षण र्ोजना  

Scheme of Inspection and 

Testing 

:  Please refer ANNEX – C 

 

5. एक वदन में संभावित परीक्षण 

Possible tests in a day 

: 1. Tensile test (for Aluminium) 
2. Wrapping test (for Aluminium) 
3. Conductor Resistance Test 
4. Test for thickness of insulation and sheath and 

overall diameter 
5. Physical test for insulation and sheath (Tensile 

and elongation at break) 
6. Insulation resistance 
7. Flammability Test 

 
Note: This section is for the guidance of BIS Certification 

Officers/ Technical Auditors of BIS Authorized Outside 

Surveillance Agencies(OSAs) during factory inspection to 

provide ready reference regarding the tests which can be 

witnessed during the inspection in the factory by the officer/ 

auditor. 

6. लाइसेंस का दार्रा / Scope of the Licence: 

“Licence is granted to use Standard Mark as per IS 9968 (Part 1): 2025 with the following 

scope: 

Elastomer Insulated, Sheathed/Unsheathed, Circular/Flat, Unbraided/Braided Cables/Cords with 

rigid/flexible Aluminium/Copper Conductor, Conductor Class 1/2/5, Insulation Type IE1/IE2/IE5, 

Sheath Type SE1/ SE2/SE3/SE4/SE5, for working Voltages up to and including 1100 V, for the 

following varieties: 

a) Single core for sizes up to and including ….. sq.mm. 

b) Multi-core up to and including …. Cores, Sizes up to and including ….. sq.mm. 
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ANNEX -A 

Grouping Guidelines 

 

1. Each variety of Cable shall be tested for GoL/CSoL considering the following: 

i. Material for Conductor – Aluminium, Copper 

ii. Type of Conductor – For fixed wiring: Solid (Class 1), Stranded (Class 2) For flexible 

wiring: (Class 5) 

iii. No. of Cores (Single Core, Multicore) 

iv. Type of Insulation (IE1, IE2, IE5) 

v. Type of Sheath (SE1, SE2, SE3, SE4, SE5) 

 

2. The following relaxation may be given when a variety is tested for all the requirements: 

 

Variety Tested Additional Variety that may be covered 

Stranded (Class 2) Solid (Class 1) 

Multicore Up to the No. of cores tested including single core 

Sheathed Unsheathed 

Type SE2 sheath Type SE1 sheath 

Type SE4 sheath Type SE3 sheath 

Flat cable Circular cable 

Braided Without braiding 

Tinned Copper Plain Copper (only for type IE5 insulation) 

 

3. The Firm shall declare the Varieties and Sizes of various Cables they intend to cover in the 

Licence. Cable with the largest Size (Nominal Cross Sectional Area of Conductor), and 

maximum No. of cores, intended to be covered in the Licence may be drawn for Testing. The 

Scope of Licence may be restricted based on the Manufacturing and Testing capabilities of 

the Manufacturer. 

 

4. During the operation of the Licence, BO shall ensure that all the Varieties covered in the 

Licence are tested in rotation to the extent possible. 
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ANNEX- B 

List of Test Equipments 
(Indicative List, For Guidance Only) 

 

Sl. 

No. 

Test Equipment Tests used in with Clause Reference 

1 Digital Tensile Testing 

Machine 

Annealing Test for Copper (Cl 22.1 (ii) a), Tensile test for 

Aluminium (Cl 22.1 (ii) b), Tensile Strength and elongation 

at break of insulation and sheath (Cl 22.1 (ii) f) 

2 Micrometer Annealing test for Copper (Cl 22.1 (ii) a) , Tensile strength 

for Aluminium (Cl 22.1 (ii) b), Test for Overall diameter 

(Cl 22.1 (ii) e) 

3 Steel Scale Annealing test for Copper (Cl 22.1 (ii) a) , Tensile test for 

Aluminium (Cl 22.1 (ii) b), Hot Set Test (Cl 22.1 (ii) g) 

4 Hot Set Test Apparatus 

(Hot air oven with grips for 

suspension and weights) 

 

Hot Set Test for insulation and sheath (Cl 22.1 (ii) g) 

5 Water Bath High Voltage test (Cl 22.1 (ii) h), Insulation Resistance 

test (Cl 22.1 (ii) i) 

6 Conditioning chamber Tensile test and elongation at break of insulation and 

sheath (Cl 22.1 (iii) g) 

7 Vernier Caliper Test for thickness of insulation and sheath (Cl 22.1 (ii) e) 

8 Micro ohm meter Conductor resistance test (Cl 22.1 (ii) d) 

9 Million Mega ohm meter Insulation Resistance test (Cl 22.1 (ii) i) 

10 Dumbell cutting press Tensile strength and elongation at break of insulation 

and sheath. (Cl 22.1 (ii) f) 

11 Thermometer Hot Set test for insulation and sheath (Cl 22.1 (ii) g) 

12 AC High Voltage tester High Voltage test (Cl 22.1 (iii) i) 

13 AC Spark tester Spark test (Cl 23.2.3) 

14 DC High Voltage Tester High Voltage Test ( Cl 23.2.2) 

15 Standard Resistance Box Insulation Resistance Test (Cl 22.1 (ii) i) 

16 Hot air ageing oven with 

air flow meter, digital 

temperature control and 

hour meter 

 

Ageing in air oven (Cl 22.1 (iii) g) 

17 Air Bomb and Oxygen Bomb 

apparatus 

Ageing in air bomb (Cl 22.1 (iii) g) and Ageing in Oxygen 

Bomb (Cl 22.1 (iii) g) 

18 Flammability test chamber 

with burner and Copper wire 

Flammability test (Cl 22.1 (iii) j) 

 

 

The above list is indicative only and may not be treated as exhaustive. 
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ANNEX C 

Scheme of Inspection and Testing 

 

1. QUALITY ASSURANCE PLAN 

 

1.1 It is expected that during operation of BIS licence manufacturers will implement a Quality 

Assurance Plan (QAP) i.e. a plan of regular testing and in-process controls, designed to ensure 

that the product bearing the Standard Mark conforms to all requirements of the Indian Standard. 

 

1.2 The manufacturers shall define a Quality Assurance Plan (QAP) defining the control unit (i.e. 

lot/batch etc.), the levels of control (i.e. the frequency and number of samples for conducting the 

different tests as per the Indian Standard) and declare the arrangement for testing i.e. whether in-

house or sub-contracting/ sharing for each applicable test and submit the same to BIS Branch 

Office for information. The manufacturer shall comply with the QAP and maintain test records in 

accordance with para 2.1. 
 

1.3 Recommended Levels of Control/ Control Unit: 

1.3.1 For the guidance of manufacturers, the recommended definition of control unit is: 

Elastomer insulated cables or cords of continuous length manufactured/extruded in a day 

under similar conditions of production from same sheathing and insulation material having 

same nominal cross-sectional area, type and class of conductor  

1.3.2 shall constitute a control unit.  

1.3.3 For the guidance of manufacturers in preparing the Quality Assurance Plan, recommended 

levels of control are given in Table 1. Manufacturer has the discretion of declaring their 

own levels of control or accept the levels of control given in this document. 

1.3.4 The manufacturer shall ensure inspection and testing as per the Quality Assurance Plan 

submitted by them on the whole production of the factory which is covered by this plan.  
 

1.4 However, all manufacturers shall ensure compliance of their products to all the requirements of 

the Indian Standard. 
 

2. ENSURING COMPLIANCE THROUGH TESTING 

 

 The manufacturers shall ensure compliance of their products to all the requirements of the Indian 

Standard for which they may have in-house test facilities. However, there is no obligation to 

maintain in-house laboratory. Licensee may use alternative arrangements for tests of the 

production as per the declared QAP. Various alternatives are available for operation of BIS 

certification as given below and the relevant guidelines for availing such relaxations by the 

manufacturers, as amended from time to time, are to be referred: 

i) Shared testing resources like common facility, 

ii) Cluster based testing facility, 

iii) Sub-contracting to outside laboratories which may either be: 

a) BIS recognised/ empanelled laboratories, or 

b) Any accredited laboratory as per ISO/IEC 17025 

 

2.1 Test Records- The manufacturers shall maintain test records for the tests carried out (either in-

house or at a sub-contracted or at shared test facility) to establish conformity of the product to the 

Standard for operation of licence. For the tests being subcontracted or conducted at a shared test 
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facility, test results issued by the laboratories or test facilities, shall be made available for 

inspection by BIS.  

 

3. PACKING AND MARKING  

The Standard Mark as given in the Schedule of the licence shall be incorporated legibly and indelibly 

on the cable or cord either by label, printing, indentation or embossing, provided always that the 

material so marked conforms to each requirement of the standard. 

3.1 Packing and Marking shall be done as per Cl. 25 of IS 9968 (Part 1): 2025. 

 

3.2 Additional Marking requirements: The packaging/drum/reels of the cables shall also be marked 

with the following additional requirement: 

a) “For BIS certification details please visit www.bis.gov.in” 

 

4. REJECTION  

 The production which conforms to the Indian Standard and covered under the scope of this licence 

shall be marked with the Standard Mark. Disposal of non-conforming product shall be done in such 

a way so as to ensure that there is no violation of provisions of BIS Act, 2016. 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

http://www.bis.gov.in/


PM/ IS 9968 (Part 1)/ 4  

September 2026 

 

Page 7 of 7  

TABLE-1 

(Recommended Levels of Control by BIS- for Guidance Only) 

-1 -2 

Test Details Levels of Control 

Cl. Requirement 

Test Methods 

No. of 
Sample 

Frequency 

 
 

Remarks 
Clause Ref 

Part Ref 
of 

IS 10810 

  Tests on Conductor 

4 Purity test for Cu Table 1 IS 12444 - One 

Each 
consignment 
of raw 
material 
received 

Further testing is 
not required if ISI 
marked or 
accompanied with 
TC. 

22.1 (ii) a Annealing test (for copper) 7.1.2 

IS 8130 

1 One 

22.1 (ii) b Tensile test ( for Aluminium) 7.2.1 2 One 

22.1 (ii) c 
Wrapping test (for 
Aluminium) 

7.2.2 3 One 

22.1(iii) a 
Persulphate test (for tinned 
Copper) 

7.1.1 4 One 

6 Tape 6 

IS 9968 
(Part 1) 

- 

Firm to have adequate in -process controls to 
check compliance of this parameter as per 
the requirements given in the Indian 
Standard. However, appropriate records shall 
be maintained by the manufacturer for 
evidence of conformity. 

7 Fillers 7 

8 Braid 8 

10 Compound & Varnish 10 

12 
Separator tape (where 
applicable) 

12 

14 Core Identification 14 

18 Laying up of cores 18 

19 Binder tape 19 

22.1 (i) a Conductor Resistance test 
7.3, Table 

1, 2 
IS 8130 5 One 

Each Control unit 
22.1 (i) b 

High voltage test/ Spark 
test 

23.2.2, 
23.2.3 

IS 9968 
(Part 1) 

45/44 One 

22.1 (iii) f 
Thickness of insulation and 
sheath and overall 
diameter 

13,20,21, 
Table 1 
to 10 

IS 9968 
(Part 1) 

6 One 

22.1 (iii) g Physical tests for insulation and sheath (as applicable) 

Cable of 
each size 
and type 
manufactured 
in a month 

Additional samples 
shall be tested 
whenever there is 
a change in 
composition of 
insulation/sheath 
compound/material 
or in the 
manufacturing 
process. 

1 
Tensile strength and 
elongation at break 

4 IS 6380 

7 One 

2 Ageing in air oven 11 One 

3 Ageing in air bomb 56 One 

4 Ageing in oxygen bomb 16 One 

5 Hot set 30 One 

6 Oil resistance 31 One 

7 Tear resistance 17 One 

22.1 (iii) h Insulation resistance 4 IS 6380 43 One 

22.1 (iii) i 
High voltage (water 
immersion) test 

23.2.1 
IS 9968 
(Part 1) 

45 One 

22.1 (iii) j 

Flammability test 
(applicable to cables 
finished with SE3, SE4 and 
SE5 sheaths only) 

23.3 
IS 9968 
(Part 1) 

53 One 

22.1 (iii) k 
Water absorption test (for 
insulation as applicable) 

4 IS 6380 28 One 

22.1 (iv) a 
Flexing test for cords for 
use with electric irons ( 
Optional test) 

Annex C 
IS 9968 
(Part 1) 

- One - 

 


